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between the benches must be at least two and a half feet to allow
for easy passing, an open area near the door. The light should
come from the left of the worker if possible.

The benches in a camp shop may seat several workers and may
be built parallel to tfce side openings if the shop is surrounded
with trees or shrubs to soften the glare of the summer sun. The
side walls of the shop may open up to form an awning for pro-
tection as shown in Fig. 109. Shadow boxes of asbestos can be
used to shelter the flame of the torches when necessary.

Work bench and storage cupboards and a floor plan for a shop
to accommodate sixteen persons are illustrated in Figs. 110, 111,
112, 113, and 114. Groups may use this shop alternately.

1.  File case.

2.  Book shelves.

3.  Corkboard.

4.  Glass show case.

5.  Cupboard with shelves.

6.  Closet with rod for coat hangers.

7.  Entrance door.

8.  Cork bulletin board.

9.  Blackboard.

10.  Drawer closet (See Fig. 111).

11.  Tool closet (See Fig. 114).

12.  Storage closet (See Fig. 113).

13.  Storage closet (See Fig. 113).

14.  Blackboard.

15.  Enameling muffler,

16.  Draw bench.    -

17.  Cupboard the height of the sink with acid- and heat-resistant
top.

18.  Sink.

19.  Drainboard, cupboard, and shelves below.

20.  Shelf.

21.  Cupboard with shelves.